14'-6" 14'-6"

3

11-6" 10-6"

3

1/-9/*

PROPOSED IL 154

STA. 900+73 TO STA. 910+23

13'-6" 13'-6"

1'-9',

2/

R V-

11'-6"

..........

PROPOSED IL 154

STA. 910+29 TO STA. 918+36

VARIES 11"-6"-19.5

VARIES 11°-6""-18’ VARIES 0’-8' i

PARKING LANE

.....

OR®

_________

..........................

PROPOSED IL 154

STA. 918+36 TO STA. 935+47
(WALNUT ST. TO ST. LOUIS ST.)

(1) EXISTING
(2) EXISTING
(3) EXISTING
(4) EXISTING
(5) EXISTING
(&) EXISTING
(7) EXISTING

EXISTING

(9) EXISTING
PROPOSED
(i) PROPOSED
({2) PROPOSED
@ ProPOSED

PROPOSED

@5 PROPOSED
. PROPOSED

(@@ PROPOSED

PROPOSED

LEGEND

P.C.C. PAVEMENT (9'-6""-9")

HOT-MIX ASPHALT BASE COURSE WIDENING, 9"
CONCRETE WIDENING, 8"

HOT-MIX ASPHALT RESURFACING, 3"
CONCRETE CURB AND GUTTER

CONCRETE GUTTER

HOT-MIX ASPHALT PARKING LANE

P.C.C. PAVEMENT, 8"

STABILIZED SHOULDER, 8", TO BE REMOVED
HOT-MIX ASPHALT SURFACE REMOVAL, 17
AGGREGATE (PRIME COAT)

BITUMINOUS MATERIALS (PRIME COAT)

LEVELING BINDER (MACHINE METHOD), N90O, 3/4”
LEVELING BINDER (MACHINE METHOD), NS0, 1”

HOT-MIX ASPHALT SURFACE COURSE, 1 1/2”
HOT-MIX ASPHALT SHOULDERS, 10 1/2”
STRIP REFLECTIVE CRACK CONTROL
AGGREGATE WEDGE SHOULDER, TYPE B
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